
SPECIFICATIONS 
NELSON HARDIE  ® Engine Drive Sprayers  

NELSON MFG. CO., INC. 
2860 Colusa Hwy. 
Yuba City, CA  95993 
Tel: (530) 673-0919 
Fax: (530) 673-2072 
Toll Free: 1-877-673-0919 
www.NelsonHardie.com 

 SUPER 40 6800E SUPER 80 - C175 SUPER 80 - C225 
ENGINE (John Deere shown,  
Cummins QSB available)  

JD 4045H, 4.5 Liter, 4 cyl. 
Powertech E diesel 

JD 4045H, 4.5 Liter, 4 cyl. 
Powertech E diesel 

  JD 6068H 6.8 Liter,  
6 cyl. Powertech E diesel 

 JD 6068H 6.8 Liter, 6 cyl. 
Powertech Plus diesel 

ENGINE DESIGN 
Air-to-air aftercooled 

Turbocharged 
Air-to-air aftercooled 

Turbocharged 
Air-to-air aftercooled 

Turbocharged 
Air-to-air aftercooled 

Turbocharged 

HORSEPOWER 125 HP @ 2,400 RPM 125 HP @ 2,400 RPM 173 HP @ 2,400 RPM 225 HP @ 2,400 RPM 

TORQUE (PEAK) 355 lb.-ft.. @ 1,500 RPM 355 lb.-ft.. @ 1,500 RPM 492 lb.-ft. @ 1,500 RPM 618 lb.-ft. @ 1,400 RPM 

ENGINE SAFETY 
SHUTDOWN 

Yes Yes Yes Yes 

ENGINE INFORMATION 
PowerView® meter 

with Diagnostics 
PowerView® meter 

with Diagnostics 
PowerView® meter 

with Diagnostics 
PowerView® meter 

with Diagnostics 

ENGINE FILTER 
Donaldson® Dual element 
10ò w/ See-thru Pre-cleaner 

Donaldson® Dual element 
10ò w/ See-thru Pre-cleaner 

Donaldson® Dual element 
11ò w/ See-thru Pre-cleaner 

Donaldson® Dual element 
11ò w/ See-thru Pre-cleaner 

FUEL TANK  55 Gal. 55 Gal. 60 Gal. 60 Gal. 

REMOTE CONTROL 
Electric (Throttle / R&L spray) 

with stainless Control box 
Electric (Throttle / R&L spray) 

with stainless Control box 
Electric (Throttle / R&L spray) 

with stainless Control box 
Electric (Throttle / R&L spray) 

with stainless Control box 

FAN(S) 
SuperTuff® reinforced 

composite, Axial 
SuperTuff® reinforced 
composite, Co-axial 

SuperTuff® reinforced 
composite, Co-axial 

SuperTuff® reinforced 
composite, Co-axial 

FAN QTY. / DIAMETER One / 40 inch diameter Two / 34 inch diameter Two / 40 inch diameter Two / 40 inch diameter 

FAN BLADES  16 blades @ 45° pitch 12 blades @ 45° pitch 16 blades @ 40° pitch 16 blades @ 45° pitch 

PLUMBING Stainless fittings & manifolds Stainless fittings & manifolds Stainless fittings & manifolds Stainless fittings & manifolds 

PUMP Two-stage Centrifugal Two-stage Centrifugal Two-stage Centrifugal Two-stage Centrifugal 

PUMP SIZE / RATING 
Dual 7ò Impellers 

100GPM @ 200PSI 
Dual 7ò Impellers 

100GPM @ 200PSI 
Dual 7ò Impellers 

100GPM @ 200PSI 
Dual 7ò Impellers 

100GPM @ 200PSI 

PUMP DRIVE 4-groove PowerBand® 4-groove PowerBand® 4-groove PowerBand® 4-groove PowerBand® 

SUCTION FILTER ELEMENT 5ò x 12ò, 20 mesh, S/S 5ò x 12ò, 20 mesh, S/S 5ò x 12ò, 20 mesh, S/S 5ò x 12ò, 20 mesh, S/S 

PRESS. FILTER ELEMENT Teejet 2-1/4ò x 8ò, 30M Teejet 2-1/4ò x 8ò, 30M Teejet 2-1/4ò x 8ò, 30M Teejet 2-1/4ò x 8ò, 30M 

SPRAY VALVES  Teejet 12 volt - 1ò S/S Teejet 12 volt - 1ò S/S Teejet 12 volt - 1ò S/S Teejet 12 volt - 1ò S/S 

TANK 500 Gal. Type 304 S/S 500 Gal. Type 304 S/S 500 Gal. Type 304 S/S 500 Gal. Type 304 S/S 

AGITATION 
Front/rear bypass pressure 
with high-volume Eductors 

Front/rear bypass pressure 
with high-volume Eductors 

Front/rear bypass pressure 
with high-volume Eductors 

Front/rear bypass pressure 
with high-volume Eductors 

HOOD, DOORS, PANELS Type 304 stainless Type 304 stainless Type 304 stainless Type 304 stainless 

TIRES 
21.5L x 16.1, 14 ply 
ribbed, high flotation 

21.5L x 16.1, 14 ply 
ribbed, high flotation 

21.5L x 16.1, 14 ply 
ribbed, high flotation 

21.5L x 16.1, 14 ply 
ribbed, high flotation 

O.A. WIDTH: 500G. / 1,000G.  100 in. / 105 In. 100 in. / 105 In. 100 in. / 105 In. 100 in. / 105 In.  

O.A. LENGTH: 500G. / 1,000G.  232 in. / 261 in. 232 in. / 261 in. 258 in. / 287 in. 258 in. / 287 in. 

O. A. HEIGHT: 500 GAL.  
65ò to 75ò adjustable 

with 21.5L x 16.1 tires 
65ò to 75ò adjustable 

with 21.5L x 16.1 tires 
65ò to 75ò adjustable 

with 21.5L x 16.1 tires 
65ò to 75ò adjustable 

with 21.5L x 16.1 tires 

O. A. HEIGHT: 1,000 GAL.  
75ò to 85ò adjustable 

with 21.5L x 16.1 tires 
75ò to 85ò adjustable 

with 21.5L x 16.1 tires 
75ò to 85ò adjustable 

with 21.5L x 16.1 tires 
75ò to 85ò adjustable 

with 21.5L x 16.1 tires 

GROUND CLEARANCE  
9ò to 19ò adjustable 

with 21.5L x 16.1 tires 
9ò to 19ò adjustable 

with 21.5L x 16.1 tires 
9ò to 19ò adjustable 

with 21.5L x 16.1 tires 
9ò to 19ò adjustable 

with 21.5L x 16.1 tires 

WEIGHT: 500G. / 1,000G. 5,250 Lbs. / 5,850 Lbs. 5,350 Lbs. / 5,950 Lbs. 6,400 Lbs. / 7,000 Lbs. 6,450 Lbs. / 7,050 Lbs. 

Designed and built by Nelson Mfg. Co., Inc., Yuba City, CA  ·  www.NelsonHardie.com  

NELSON HARDIE  ®®®   

  Engine Drive Air Blast Orchard Sprayers  

 Rugged · Easy Operation · Low Maintenance · Best Performance  


